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Certiflcazioni e brevetto - Certifications and Patent 

ecop{!!!/ • Directive 93/ 42/CEE - Medical Device - OM I 0877 46/R 
• Directive 2006/42/CE- Machine Directive 
• Directive 2004/108/EC- EMC Bectromagnetic Compatibiily 
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EC OPOO L ultimo nalo in casa Digi Project, e slato progettato per risolve
re in modo economico i problemi di accessibilito all'acqua. Digi Project si e
concentrata sugli elementi ESSENZIALI per garantire comunque agli utilizzatori 
buone prestazioni in termini di offidabilito e sicurezza ad un costo contenuto. 

ECOPOOL, DiGi Project's latest product, has been designed to solve the 
problems related to water occess;bi/ity in o cost-effective way. DiGi Project 
focused on the ESSENTIAL elements to ensure good performance in terms of 
reliability and safety for the users of a reasonable cost. 
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Corotteristiche tecniche EcoPool 

Specifications for EcoPoo/ 

• Panola massima: 136 KG 

• Corsa mossimo: 1260 mm 
• Enfrala del sedile in ocquo: 650 mm 
• Tempo di dlsceso in ocqua con corico: 20 sec. 
• Tempo di risailo con corico: 25 sec. 

• Pesa: 135 KG 
• Botteria: 24 v 
• Tensione: 24 V 

CARATTERISTICHE TECNICHE ECO POOL 
• Pulsanliero mobile con cavo spiralato IPX06 

per comondi di salita e disceso dall'ocquo. 
• 4 Ruote diomelro 200 mm. 
• Freno di slozionamento su ruote posleriori. 
• Poggiotesto inclvso. 
• Supporlo gombe removibile. 
• Fungo di emergenzo. 
• Botleria estroibile per ricorico. 
• Carico boiteria estemo. 
• Autonomic 60 cicli di lavoro. 
• Tomponi onteriori di sicurezzo in gommo. 
• Slrutluro in occiaio inox verniciata per le pcrti 

a contatto con racquo. 
• Verniciaturo a potvere 180° 
• Cinturo a due punti. 
• Ruote pos!eriO<i pivollonll. 

OPTIONAL 
• Cinturo di bloccaggio a 4 punli 
• Cinturo di bloccoggio a S punli 
• Copertura 

• Maximum capacity: I 36 kg 
• Maximum arm trove/: J 260 mm 
• Seal depth into the wafer: 650 mm 
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• Time of lowering into the water with weight: 20 sec. 
• Time of lifting with weighf: 25 sec. 
• Weight of /he machine: 135 kg 
• Battery: 24 V 

• Power. 24 V 

ECO POOL TECHNICAL SPECIFICATIONS 

• Mobile pusl>-buflon pone/ with spiral cable IPX06 

for the up and down movements from the water. 
• 4 Whee� wifh 200 mm diameter. 
• Service broke on rear whee'5. 
• Headrest included. 
• Removable leg support. 
• Emergency mushroom shape button. 
• Removable battery for charging. 
• External battery charger. 

• Authonomy: 60 complete work cycres. 
• Safety front rubber stoppers. 
• Painted stainJess steel frame for lhe ports in contacl 

with water. 
• I 80 'C powder coo Ung. 
• 2 point safety belts. 
• Pivoting rear wheels. 

OPTIONAL 
• 4 point homes.s 

• 5 point homes.s 

• Covet 


